




















                                                                                                        در تهران پس از زلزلهدائم  مسکن هاي تکنولوژي ساختبندي شاخصتیاولوشناخت و 

  131  ـــــــــــــــــــــــــــــــــــــــــــــــــــــــــــــــــــــــــــــــــــــــــــــــــــــــــــــــــــــــــــــــــــــــــــــــــــ  1402زمستان ، چهارم، شماره دهمسال 
  

  

  
بـراي   nدرصد به ازاي تعداد تقسـیمات مختلـف    20و  10، 5، 2هاي بر حسب درصد براي میرایی dRاي میانگین خطاي نسبی نمودار میله): 10(شکل 
  .یابی اسپیلایندرونروش 

  

 24مطلـق   یعنـی قـدر   باشد؛می 24)، عدد 9این عدد براي شکل (
درصـد اسـت    10) زیـر  9خطاي رسم شده در شکل ( 40خطا از 

روش بت بـه  که این موضـوع برتـري نسـبی روش اسـپلاین را نس ـ    
شـود  ، مشـاهده مـی  نگزیروش جنبرخلاف  دهد.نشان می نگزیجن

عموماً ، ζبه ازاي یک مقدار میرایی مشخص    nبا افزایش مقدار 
صـورت  یابـد، بلکـه بعضـاً بـه    مطلق خطـا کـاهش نمـی    مقدار قدر

که  توان گفتعنوان نکته آخر میگردد. بهنوسانی کم و زیاد می
مشخص، مقدار خطا شدیداً حساس به میزان میرایی    nبراي یک 
توانـد تغییـر   که با افزایش میرایی، علامت خطا مـی طورياست، به

  هاي بزرگ به شدت زیاد شود.   nتواند براي کند و مقدار آن می
  

  گیريبحث و نتیجه -5
یابی اسپلاین مکعبی، روش در این تحقیق، با استفاده از درون

جنینگز که مبتنی بر روابط دقیق و فرض تغییرات خطی تحریـک  
است، ارتقاء داده شد. براي بررسی میزان دقت این روش، ضریب 
پاسخ نیروي هارمونیک تغییر شکل یک سیستم خطی یک درجه 

محاسبه شد و مقـادیر   نگزیروش جنآزاد میرا با این روش و نیز با 
دقیق متناظرشان مقایسه شد.  آمده از این دو روش با مقادیردستبه

روش نتایج کار حاکی از آن بود که استفاده از این روش نسبت به 
که تعداد تقسیمات و میزان میرایی کم باشد، منجر به وقتی نگزیجن

شود. با توجه به اینکه مقدار میرایی توصیه شده تري مینتایج دقیق

باشد، درصد) می 5اي مقدار نسبتاً کمی (هاي لرزهنامهتوسط آئین
یـابی  گـردد در مطالعـات تکمیلـی، از روش درون   لذا پیشنهاد می

هـاي چنـد درجـه آزاد    اي سیستماسپلاین براي محاسبه پاسخ لرزه
روش ها از استفاده شود و نتایج کار با حالتی که پاسخ این سیستم

  به دست آمده است، مقایسه شود. نگزیجن
ــان    ــه زم ــه ضــروري اســت ک ــن نکت ــه   ذکــر ای اجــراي برنام

یابی اسـپلاین مکعبـی نسـبت بـه     کامپیوتري مربوط به روش درون
یابی اسپلاین، لازم زیرا در روش درون بیشتر است؛ نگزیروش جن

برابر  4اي با تعداد مجهولاتی برابر با است دستگاه معادلات خطی
یـابی خطـی   کـه در روش درون ها حل گردد، درحـالی تعداد بازه

اي حل گردد و صـرفاً  از نیست که دستگاه معادلهتحریک اصلاً نی
مکان در ابتـداي گـام و بـا فـرض خطـی       با داشتن سرعت و تغییر

، A ،B ،Cب بودن تحریک در طول گام زمانی مورد نظـر، ضـرای  
D ،A' ،B' ،C' ،D'    محاسـبه گردیــده و بــا اسـتفاده از ایــن هشــت

آیـد.  یمکان انتهاي گام زمانی به دست م ضریب، سرعت و تغییر
ــاط مختلــف         ــین نق ــله زمــانی ب ــر فاص ــر اســت اگ ــه ذک لازم ب

، A ،B ،C ،Dشت ثابت باشد، کافی است کـه ضـرایب   نگاشتاب
A' ،B' ،C' ،D' بار محاسبه شوند.فقط یک  
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  فهرست علائم
m :جرم سیستمیک درجه آزاد  
n :سینوسیها، تعداد تقسیمات یک سیکل از منحنی تعداد بازه  
c :ضریب میرایی  
k :ضریب سختی فنر  
u: جایی مطلق یا نسبی جرم سیستم یک درجه آزادجابه  
u& :سرعت مطلق یا نسبی جرم سیستم یک درجه آزاد  
u&& :شتاب مطلق یا نسبی جرم سیستم یک درجه آزاد  

t,τ :متغیر زمان  
p(t) :کننده سیستم یک درجه آزادنیروي تحریک  

op :کننده سینوسیدامنه نیروي تحریک  
gu (t) :فقی زمین در هنگام زلزلهجایی اجابه  
gu (t)&& :شتاب افقی زمین در هنگام زلزله  

ω :اي بار سینوسیفرکانس زاویه  
nω :اي طبیعی نامیراي سیستم یک درجه آزادفرکانس زاویه  
nT :ارتعاش طبیعی نامیراي سیستم یک درجه آزاد دوره تناوب  

Dω :میراي سیستم یک درجه آزاد اي طبیعیفرکانس زاویه  
ζ :نسبت میرایی سیستم یک درجه آزاد  

it,  t∆  گام زمانی: ∆
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In this article, the Jennings method has been improved by using the third-order spline interpolation function. In 

this research, in order to be able to compare the advantages and disadvantages of the Jennings method, which is 
based on exact relationships and the assumption of linear changes of the excitation, compared to the spline 
interpolation method, a damped one-degree-of-freedom linear system under sinusoidal harmonic loading is 
considered has been taken. Exact values of the deformation response coefficient of this system are available for 
different excitation frequencies. The approximate values of the deformation response coefficient of this system for 
different excitation frequencies were calculated assuming linear interpolation of excitation and also assuming 
interpolation with spline function and were compared with their exact corresponding values. This work was done for 
two, five, ten and twenty percent damping. The results of the work indicated that when the number of points by 
which the sine wave is approximated is small and also the amount of damping is low, the interpolation with the 
spline function has a significantly higher accuracy than the linear interpolation mode. Another noteworthy point is 
the high sensitivity of the cubic spline interpolation to the level of system damping, so that for a certain number of 
divisions, the error value is highly sensitive to the damping value. Thus, with the increase of damping, the sign of 
the error changes and its value increases strongly for the number of large divisions.  This phenomenon is not seen at 
all in linear interpolation. 

Therefore, considering that in interpolation using the spline method, the continuity of the slope and the second 
derivative are maintained in the internal points, it is suggested to use this method to calculate the dynamic response 
of linear systems and the results obtained with the results of Jennings' method should be compared and appropriate 
decisions should be made if there is a significant difference in the analysis results obtained from these two methods.  

It is important to mention that the execution time of the computer program related to the cubic spline 
interpolation method is longer than the Jennings method. Because in the spline interpolation method, it is necessary 
to solve the system of linear equations with the number of unknowns equal to four times the number of intervals, 
while in the excitation linear interpolation method, it is not necessary to solve the system of equations at all and 
simply by having the velocity and displacement at the beginning of the step and assuming that the excitation is 
linear during the desired time step, the coefficients A, B, C, D, A', B', C', D' were calculated and using this eight 
coefficient, velocity and displacement at the end of the time step are obtained. It should be noted that if the time 
interval between different accelerogram points is constant, it is sufficient that the coefficients A, B, C, D, A', B', C', 
D' are calculated only once.     

 
Keywords: Jennings Method, Cubic Spline Function, Linear Dynamic Systems, Harmonic Excitation, Harmonic 
Force Deformation Response Coefficient. 
 


